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Nitrogen Bundle Box  
 

BB2000 HR/HP  2000 scfm @ 95-99% purity 
 

 
General  Features 

Dimensions LxWxH (mm) 6,100 x 2,440 x 2,950  Low purity alarm 
Mass (kg) 10,500  Nitrogen flowmeter - integrated led measurement on discharge output 
  Air pre-treatment - carbon tower; particulate filter; water separator  
Required Air Feed  and coalescing filters 

Max. Pressure (PSI/bar) 350 PSI / 24 bar  High recovery membranes up to 57% efficiency 
Flow (scfm) 3,550 scfm  Over temperature protection 
Max. inlet temp. (°C/°F) 55°C / 130°F  Forklift pockets, corner castings and offshore lifting eyelets 
  Controls and connections in recessed panels 
Discharge N2  Auxiliary services required:  3 ph, 440 - 480 v, 50 - 60 hz, 160 amps 

Flow up to 2,000 scfm  Electrical supply for pre-heaters 
Purity 95-99%   
Pressure up to 340 PSI / 23 bar   
Inlet temperature over ambient: +10 to 15°F / +6 to  9°C   
   
   
   
   
   
   
   
 

 
Atlas Copco Rental – Oil & Gas 
Pearce Avenue, West Pitkerro Ind Est. Dundee DD5 3SS Scotland 
Phone:+ 44 (0)1382 778999 Fax: + 44 (0)1382 778666 
www.atlascopcorental.co.uk rental@uk.atlascopco.com 

 
 

 


