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Steam Boiler
5 million btu / 2000 kgs per hr output
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General

This packaged 20ft containerised Steam Boiler, comprising of BIB Wee Chieftain boiler, is a self contained unit capable of delivering:

Output: 2000 kg / hr, F. & A. 100C Operation: Hig h / Low

Working pressure: 10.34 bar g Turn Down Ratio: 2:1

Design pressure:  11.00 bar g Code: BS2790 Current Edition and Revision with independent inspection
Electrical supply:  440v/3 Ph/60 Hz /32 amps Fuel Spec: Distillate Oil - Class D - 5.5 ¢St @ 40°C (Max) (35 SRN1 @ 38°C)

Supplied c/w combustion and control equipment, all necessary valves and fittings required for operation in accordance with UK Regulations.

The following features are included:

Direct mounted Mobrey float type water level controls c/w low water simulation test facility
20ff, feed water pumps fitted (duty / standby)

Affordable access to critical service parts and components. Straight pattern cast steel steam isolating valve
Boiler Control Panel external mounting Internal water (1300 Itr) amd fuel (1050 Itr) stainless steel tanks
Racor duplex fuel filtration All pipework within the packaged unit.

Steam pressure gauge glycerine filled, external viewing window

Safety systems and controls

Design and construction of the steam boiler package gives paramount consideration to the safety of the operator, and as such shall incorporate
enhanced personal and equipment safety devices to ensure protection when in use. External emergency stop facilities are incorported.

Conformance with EC Directives (CE Marking) For information only 07/11
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