








TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS
G 2-5/G 7-11/G 15-22/G 30-45/G 55-75 — 50 Hz G 2-5/G 7-11/G 15-22/G 30-45/G 55-75 — 60 Hz

Max. working Canacity FAD* Installed Weight Max. working Capacity FAD* Installed Noise Weight
COMPRESSOR | Pressure pressure pacity motor power COMPRESSOR | Pressure pressure pacity motor power level*
TYPE variant Pack Floor Pack Tank FF Tank TYPE variant Pack Floor Pack Tank FF Tank
psi m#/min kw 6] Ibs kg Ibs kg Ibs bar(e) psi m?min kw hp dB(A) ] Ibs ] Ibs ] Ibs
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- - - - - - - - i\l G;i’;‘gte{;lf\g?ilr?:rié measured according to ISO 1217, Annex C, latest edition

- - - - - - - - ** Mean sound level according to 1ISO2151, tolerancvl= 3 dB(A).’ '
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NA: Not available.
* Unit performance measured according to 1ISO 1217, Annex C, latest edition. COMPRESSOR L(mm) | W (mm)  H (mm)

** Mean sound level according to 1ISO2151, tolerance 3 dB(A). TYPE

Pack oor-mounted

Some applications may need or may benefit from additional options and more refined control and air

G 1522 L w2 | 70 | oams treatment systems.To meet these needs, Atlas Copco has developed options and easily integrated compatible
G 3045 | 1300 s | 1630 equipment providing the lowest cost compressed air.
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_ e : Optional - : Not available

Pack Tank G 2-22 FF Tank G 2-22



COMMITTED TO SUSTAINABLE PRODUCTIVITY

We stand by our responsibilities towards our customers, towards the environment and the
people around us. We make performance stand the test of time. This is what we call —
Sustainable Productivity.
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150 9001 - ISO 14001
OHSAS 18001

www.atlascopco.com
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