
Designed to minimize vibrations 
and maximize productivity

RRH Riveting 
Hammers



Atlas Copco

RRH
RRH is a unique series of riveting hammers incorporating 
completely revolutionary ergonomic advantages.

Retainer spring

Rivet snap

6 power classes with 
capacity between  

1-13 mm rivets

Wings guide the 
operator’s finger for a 

steady grip 

Air servo for  
excellent fully 

vibration  
dampening

Adjustable power
 by restricting  

the air

Visco-elastic material 
for improved operator 

ergonomics

The striking power of riveting hammer can be controlled by turning the valve knob

Versatile vibration-damped system

Highly robust and durable

Features

Benefits

Reduced risk of vibration related injuries

RRH can cope with rivets in diameters up to 13 mm.

Available in push and trigger start models

Adjustable handguard

Adjustable power

High efficiency

Available in  
push and  
trigger start 
models

Protection  
sleeve  

for models RRH  
04/06/08/ 
10/12/14
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Model 
Name

Air-
frame 

Ref

Blows 
Per 

Minute
Rivet Set 

Shank Piston dia Stroke Energy per 
Blow Weight Air 

Consumption Hose Size
Air 

inlet 
BSP

Ordering No.

mm in mm in mm in J ft lb kg lb I/s cfm mm in

Push Start

RRH04P-01 2X 3960 10.0 0.4 15 0.6 40 1.6 2.0 1.5 1.0 2.2 3.7 6 6.3 1/4 1/4 8426 1111 07

RRH04P-02 2X 3960 10.2 0.4 15 0.6 40 1.6 2.0 1.5 1.0 2.2 3.7 6 6.3 1/4 1/4 8426 1111 15

RRH04P-12 2X 3960 10.2 0.4 15 0.6 40 1.6 2.0 1.5 1.0 2.2 3.7 6 6.3 1/4 1/4 8426 1111 25

RRH06P 3X 2160 10.2 0.4 15 0.6 102 4.0 6.0 4.4 1.3 2.9 9.0 19 10.0 3/8 1/4 8426 1111 04

RRH08P 4X 1440 10.2 0.4 15 0.6 137 5.4 8.0 5.9 1.4 3.0 10.0 21 10.0 3/8 1/4 8426 1111 09

RRH10P 5XB 1500 12.7 0.5 19 0.7 118 4.6 13.0 9.6 2.0 4.4 12.0 24 10.0 3/8 1/4 8426 1110 20

RRH12P 7XB 1200 12.7 0.5 19 0.7 153 6.0 16.0 11.8 2.1 4.6 13.0 28 10.0 3/8 1/4 8426 1110 47

RRH14P 9XB 1080 12.7 0.5 19 0.7 188 7.4 19.5 14.4 2.2 4.8 13.0 28 10.0 3/8 1/4 8426 1110 80

Trigger Start
RRH04P 
TS-12 2X 3960 10.2 0.4 15 0.6 40 1.6 2.0 1.5 1.0 2.2 3.7 6 6.3 1/4 1/4 8426 1111 27

RRH06P TS 3X 2160 10.2 0.4 15 0.6 102 4.0 6.0 4.4 1.3 2.9 9.0 19 10.0 3/8 1/4 8426 1111 66

RRH08P TS 4X 1440 10.2 0.4 15 0.6 137 5.4 8.0 5.9 1.4 3.0 10.0 21 10.0 3/8 1/4 8426 1111 68

RRH10P TS 5XB 1500 12.7 0.5 19 0.7 118 4.6 13.0 9.6 2.0 4.4 12.0 24 10.0 3/8 1/4 8426 1110 70

RRH12P TS 7XB 1200 12.7 0.5 19 0.7 153 6.0 16.0 11.8 2.1 4.6 13.0 28 10.0 3/8 1/4 8426 1110 72

RRH14P TS 9XB 1080 12.7 0.5 19 0.7 188 7.4 19.5 14.4 2.2 4.8 13.0 28 10.0 3/8 1/4 8426 1110 81

RRH12P TS 
- ENG 7XB 1200 12.7 0.5 19 0.7 153 6.0 16.0 11.8 2.1 4.6 13.0 28 10.0 3/8 1/4 8426 1110 49

RRH14P TS 
- ENG 9XB 1080 12.7 0.5 19 0.7 188 7.4 19.5 14.4 2.2 4.8 13.0 28 10.0 3/8 1/4 8426 1110 82

Note: 
-01 means 10 mm short shank rivet set 
-02 means 10.2 mm short shank rivet set 
-12 means 10.2 mm stand shank rivet set
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Technical data

http://atlascopco.com

