
RT-1 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-1 hydraulic torque wrench.

PSI FT.LB.

1500 209

1600 222

1800 250

2000 278

2200 306

2400 334

2600 361

2800 389

3000 417

3200 445

3400 473

3600 500

3800 528

4000 556

4200 584

4400 612

4600 639

4800 667

5000 695

5200 723

5400 751

5600 778

PSI FT.LB.

5800 806

6000 834

6200 862

6400 890

6600 917

6800 945

7000 973

7200 1001

7400 1029

7600 1056

7800 1084

8000 1112

8200 1140

8400 1168

8600 1195

8800 1223

9000 1251

9200 1279

9400 1307

9600 1334

9800 1362

10000 1390

BAR NM

104 283

110 302

124 339

138 377

152 415

165 452

179 490

193 528

207 565

220 603

234 641

248 678

262 716

276 754

290 792

303 829

317 867

331 905

345 942

358 980

372 1018

386 1055

BAR NM

400 1093

414 1131

427 1168

441 1206

455 1244

468 1282

482 1319

496 1357

510 1395

524 1432

538 1470

552 1508

565 1545

579 1583

593 1621

607 1658

620 1696

634 1734

648 1772

662 1809

676 1847

690 1885

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-1  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-1 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-1

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-1  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-3 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-3 hydraulic torque wrench.

PSI FT.LB.

1500 485

1600 517

1800 581

2000 646

2200 711

2400 775

2600 840

2800 904

3000 969

3200 1034

3400 1098

3600 1163

3800 1227

4000 1292

4200 1357

4400 1421

4600 1486

4800 1550

5000 1615

5200 1680

5400 1744

5600 1809

PSI FT.LB.

5800 1873

6000 1938

6200 2003

6400 2067

6600 2132

6800 2196

7000 2261

7200 2326

7400 2390

7600 2455

7800 2519

8000 2584

8200 2649

8400 2713

8600 2778

8800 2842

9000 2907

9200 2972

9400 3036

9600 3101

9800 3165

10000 3230

BAR NM

104 657

110 701

124 788

138 876

152 963

165 1051

179 1139

193 1226

207 1314

220 1401

234 1489

248 1577

262 1664

276 1752

290 1839

303 1927

317 2014

331 2102

345 2190

358 2277

372 2365

386 2452

BAR NM

400 2540

414 2628

427 2715

441 2803

455 2890

468 2978

482 3066

496 3153

510 3241

524 3328

538 3416

552 3503

565 3591

579 3679

593 3766

607 3854

620 3941

634 4029

648 4117

662 4204

676 4292

690 4379

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-3  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-3 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-3

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-3  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-5 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-5 hydraulic torque wrench.

PSI FT.LB.

1500 839

1600 894

1800 1006

2000 1118

2200 1230

2400 1342

2600 1453

2800 1565

3000 1677

3200 1789

3400 1901

3600 2012

3800 2124

4000 2236

4200 2348

4400 2460

4600 2571

4800 2683

5000 2795

5200 2907

5400 3019

5600 3130

PSI FT.LB.

5800 3242

6000 3354

6200 3466

6400 3578

6600 3689

6800 3801

7000 3913

7200 4025

7400 4137

7600 4248

7800 4360

8000 4472

8200 4584

8400 4696

8600 4807

8800 4919

9000 5031

9200 5143

9400 5255

9600 5366

9800 5478

10000 5590

BAR NM

104 1137

110 1213

124 1364

138 1516

152 1667

165 1819

179 1971

193 2122

207 2274

220 2425

234 2577

248 2728

262 2880

276 3032

290 3183

303 3335

317 3486

331 3638

345 3790

358 3941

372 4093

386 4244

BAR NM

400 4396

414 4547

427 4699

441 4851

455 5002

468 5154

482 5305

496 5457

510 5608

524 5760

538 5912

552 6063

565 6215

579 6366

593 6518

607 6670

620 6821

634 6973

648 7124

662 7276

676 7427

690 7579

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-5  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-5 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-5

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-5  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-8 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-8 hydraulic torque wrench.

PSI FT.LB.

1500 1200

1600 1280

1800 1440

2000 1600

2200 1760

2400 1920

2600 2080

2800 2240

3000 2400

3200 2560

3400 2720

3600 2880

3800 3040

4000 3200

4200 3360

4400 3520

4600 3680

4800 3840

5000 4000

5200 4160

5400 4320

5600 4480

PSI FT.LB.

5800 4640

6000 4800

6200 4960

6400 5120

6600 5280

6800 5440

7000 5600

7200 5760

7400 5920

7600 6080

7800 6240

8000 6400

8200 6560

8400 6720

8600 6880

8800 7040

9000 7200

9200 7360

9400 7520

9600 7680

9800 7840

10000 8000

BAR NM

104 1627

110 1735

124 1952

138 2169

152 2386

165 2603

179 2820

193 3037

207 3254

220 3471

234 3688

248 3905

262 4122

276 4339

290 4556

303 4772

317 4989

331 5206

345 5423

358 5640

372 5857

386 6074

BAR NM

400 6291

414 6508

427 6725

441 6942

455 7159

468 7376

482 7593

496 7810

510 8026

524 8243

538 8460

552 8677

565 8894

579 9111

593 9328

607 9545

620 9762

634 9979

648 10196

662 10413

676 10630

690 10847

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-8  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-8 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-8

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-8  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-10 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-10 hydraulic torque wrench.

PSI FT.LB.

1500 1728

1600 1843

1800 2074

2000 2304

2200 2534

2400 2765

2600 2995

2800 3226

3000 3456

3200 3686

3400 3917

3600 4147

3800 4378

4000 4608

4200 4838

4400 5069

4600 5299

4800 5530

5000 5760

5200 5990

5400 6221

5600 6451

PSI FT.LB.

5800 6682

6000 6912

6200 7142

6400 7373

6600 7603

6800 7834

7000 8064

7200 8294

7400 8525

7600 8755

7800 8986

8000 9216

8200 9446

8400 9677

8600 9907

8800 10138

9000 10368

9200 10598

9400 10829

9600 11059

9800 11290

10000 11520

BAR NM

104 2343

110 2499

124 2811

138 3124

152 3436

165 3749

179 4061

193 4373

207 4686

220 4998

234 5310

248 5623

262 5935

276 6248

290 6560

303 6872

317 7185

331 7497

345 7810

358 8122

372 8434

386 8747

BAR NM

400 9059

414 9371

427 9684

441 9996

455 10309

468 10621

482 10933

496 11246

510 11558

524 11870

538 12183

552 12495

565 12808

579 13120

593 13432

607 13745

620 14057

634 14370

648 14682

662 14994

676 15307

690 15619

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-10  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-10 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-10

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-10  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-20 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-20 hydraulic torque wrench.

PSI FT.LB.

1500 2964

1600 3162

1800 3557

2000 3952

2200 4347

2400 4742

2600 5138

2800 5533

3000 5928

3200 6323

3400 6718

3600 7114

3800 7509

4000 7904

4200 8299

4400 8694

4600 9090

4800 9485

5000 9880

5200 10275

5400 10670

5600 11066

PSI FT.LB.

5800 11461

6000 11856

6200 12251

6400 12646

6600 13042

6800 13437

7000 13832

7200 14227

7400 14622

7600 15018

7800 15413

8000 15808

8200 16203

8400 16598

8600 16994

8800 17389

9000 17784

9200 18179

9400 18574

9600 18970

9800 19365

10000 19760

BAR NM

104 4019

110 4287

124 4822

138 5358

152 5894

165 6430

179 6966

193 7501

207 8037

220 8573

234 9109

248 9645

262 10181

276 10716

290 11252

303 11788

317 12324

331 12860

345 13395

358 13931

372 14467

386 15003

BAR NM

400 15539

414 16075

427 16610

441 17146

455 17682

468 18218

482 18754

496 19289

510 19825

524 20361

538 20897

552 21433

565 21969

579 22504

593 23040

607 23576

620 24112

634 24648

648 25184

662 25719

676 26255

690 26791

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-20  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-20 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-20

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-20  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-25 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-25 hydraulic torque wrench.

PSI FT.LB.

1500 3884

1600 4142

1800 4660

2000 5178

2200 5696

2400 6214

2600 6731

2800 7249

3000 7767

3200 8285

3400 8803

3600 9320

3800 9838

4000 10356

4200 10874

4400 11392

4600 11909

4800 12427

5000 12945

5200 13463

5400 13981

5600 14498

PSI FT.LB.

5800 15016

6000 15534

6200 16052

6400 16570

6600 17087

6800 17605

7000 18123

7200 18641

7400 19159

7600 19676

7800 20194

8000 20712

8200 21230

8400 21748

8600 22265

8800 22783

9000 23301

9200 23819

9400 24337

9600 24854

9800 25372

10000 25890

BAR NM

104 5265

110 5616

124 6318

138 7020

152 7722

165 8425

179 9127

193 9829

207 10531

220 11233

234 11935

248 12637

262 13339

276 14041

290 14743

303 15445

317 16147

331 16849

345 17551

358 18253

372 18955

386 19657

BAR NM

400 20359

414 21061

427 21763

441 22465

455 23167

468 23869

482 24571

496 25274

510 25976

524 26678

538 27380

552 28082

565 28784

579 29486

593 30188

607 30890

620 31592

634 32294

648 32996

662 33698

676 34400

690 35102

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-25  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-25 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-25

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-25  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RT-50 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RT-50 hydraulic torque wrench.

PSI FT.LB.

1500 7875

1600 8400

1800 9450

2000 10500

2200 11550

2400 12600

2600 13650

2800 14700

3000 15750

3200 16800

3400 17850

3600 18900

3800 19950

4000 21000

4200 22050

4400 23100

4600 24150

4800 25200

5000 26250

5200 27300

5400 28350

5600 29400

PSI FT.LB.

5800 30450

6000 31500

6200 32550

6400 33600

6600 34650

6800 35700

7000 36750

7200 37800

7400 38850

7600 39900

7800 40950

8000 42000

8200 43050

8400 44100

8600 45150

8800 46200

9000 47250

9200 48300

9400 49350

9600 50400

9800 51450

10000 52500

BAR NM

104 10677

110 11389

124 12812

138 14236

152 15660

165 17083

179 18507

193 19931

207 21354

220 22778

234 24201

248 25625

262 27049

276 28472

290 29896

303 31319

317 32743

331 34167

345 35590

358 37014

372 38437

386 39861

BAR NM

400 41285

414 42708

427 44132

441 45555

455 46979

468 48403

482 49826

496 51250

510 52674

524 54097

538 55521

552 56944

565 58368

579 59792

593 61215

607 62639

620 64062

634 65486

648 66910

662 68333

676 69757

690 71180

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

RT-PTCen-RT-50  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014

The above torque values are only applicable when using a calibrated RT-50 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 
Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

3 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

FOUR BASIC STEPS TO OPERATE YOUR RT-50

2 

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RT-50  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE



RTX-2 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-2 hydraulic torque wrench.

PSI FT.LB.

1500 257

1600 274

1800 308

2000 342

2200 376

2400 410

2600 445

2800 479

3000 513

3200 547

3400 581

3600 616

3800 650

4000 684

4200 718

4400 752

4600 787

4800 821

5000 855

5200 889

5400 923

5600 958

PSI FT.LB.

5800 992

6000 1026

6200 1060

6400 1094

6600 1129

6800 1163

7000 1197

7200 1231

7400 1265

7600 1300

7800 1334

8000 1368

8200 1402

8400 1436

8600 1471

8800 1505

9000 1539

9200 1573

9400 1607

9600 1642

9800 1676

10000 1710

BAR NM

104 348

110 371

124 417

138 464

152 510

165 556

179 603

193 649

207 696

220 742

234 788

248 835

262 881

276 927

290 974

303 1020

317 1066

331 1113

345 1159

358 1206

372 1252

386 1298

BAR NM

400 1345

414 1391

427 1437

441 1484

455 1530

468 1577

482 1623

496 1669

510 1716

524 1762

538 1808

552 1855

565 1901

579 1947

593 1994

607 2040

620 2087

634 2133

648 2179

662 2226

676 2272

690 2318

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-2 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-2  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-2

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-2  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 



RTX-4 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-4 hydraulic torque wrench.

PSI FT.LB.

1500 578

1600 617

1800 694

2000 771

2200 848

2400 925

2600 1002

2800 1079

3000 1157

3200 1234

3400 1311

3600 1388

3800 1465

4000 1542

4200 1619

4400 1696

4600 1773

4800 1850

5000 1928

5200 2005

5400 2082

5600 2159

PSI FT.LB.

5800 2236

6000 2313

6200 2390

6400 2467

6600 2544

6800 2621

7000 2699

7200 2776

7400 2853

7600 2930

7800 3007

8000 3084

8200 3161

8400 3238

8600 3315

8800 3392

9000 3470

9200 3547

9400 3624

9600 3701

9800 3778

10000 3855

BAR NM

104 784

110 836

124 941

138 1045

152 1150

165 1254

179 1359

193 1463

207 1568

220 1673

234 1777

248 1882

262 1986

276 2091

290 2195

303 2300

317 2404

331 2509

345 2613

358 2718

372 2822

386 2927

BAR NM

400 3031

414 3136

427 3241

441 3345

455 3450

468 3554

482 3659

496 3763

510 3868

524 3972

538 4077

552 4181

565 4286

579 4390

593 4495

607 4599

620 4704

634 4809

648 4913

662 5018

676 5122

690 5227

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-4 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-4  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-4

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-4  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 



RTX-8 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-8 hydraulic torque wrench.

PSI FT.LB.

1500 1223

1600 1304

1800 1467

2000 1630

2200 1793

2400 1956

2600 2119

2800 2282

3000 2445

3200 2608

3400 2771

3600 2934

3800 3097

4000 3260

4200 3423

4400 3586

4600 3749

4800 3912

5000 4076

5200 4239

5400 4402

5600 4565

PSI FT.LB.

5800 4728

6000 4891

6200 5054

6400 5217

6600 5380

6800 5543

7000 5706

7200 5869

7400 6032

7600 6195

7800 6358

8000 6521

8200 6684

8400 6847

8600 7010

8800 7173

9000 7336

9200 7499

9400 7662

9600 7825

9800 7988

10000 8151

BAR NM

104 1658

110 1768

124 1989

138 2210

152 2431

165 2652

179 2873

193 3094

207 3315

220 3536

234 3757

248 3978

262 4199

276 4421

290 4642

303 4863

317 5084

331 5305

345 5526

358 5747

372 5968

386 6189

BAR NM

400 6410

414 6631

427 6852

441 7073

455 7294

468 7515

482 7736

496 7957

510 8178

524 8399

538 8620

552 8841

565 9062

579 9283

593 9504

607 9725

620 9946

634 10167

648 10388

662 10609

676 10830

690 11051

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-8 hydraulic torque wrench powered by a 10,000 psi pump 
fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-8  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-8

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-8  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 



RTX-14 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-14 hydraulic torque wrench.

PSI FT.LB.

1500 2010

1600 2144

1800 2412

2000 2680

2200 2948

2400 3216

2600 3484

2800 3752

3000 4020

3200 4288

3400 4556

3600 4824

3800 5092

4000 5360

4200 5628

4400 5896

4600 6164

4800 6432

5000 6700

5200 6968

5400 7236

5600 7504

PSI FT.LB.

5800 7772

6000 8040

6200 8308

6400 8576

6600 8844

6800 9112

7000 9380

7200 9648

7400 9916

7600 10184

7800 10452

8000 10720

8200 10988

8400 11256

8600 11524

8800 11792

9000 12060

9200 12328

9400 12596

9600 12864

9800 13132

10000 13400

BAR NM

104 2725

110 2907

124 3270

138 3634

152 3997

165 4360

179 4724

193 5087

207 5450

220 5814

234 6177

248 6540

262 6904

276 7267

290 7631

303 7994

317 8357

331 8721

345 9084

358 9447

372 9811

386 10174

BAR NM

400 10537

414 10901

427 11264

441 11627

455 11991

468 12354

482 12718

496 13081

510 13444

524 13808

538 14171

552 14534

565 14898

579 15261

593 15624

607 15988

620 16351

634 16715

648 17078

662 17441

676 17805

690 18168

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-14 hydraulic torque wrench powered by a 10,000 psi 
pump fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-14  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-14

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-14  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 



RTX-18 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-18 hydraulic torque wrench.

PSI FT.LB.

1500 2861

1600 3052

1800 3433

2000 3815

2200 4196

2400 4578

2600 4959

2800 5341

3000 5722

3200 6104

3400 6485

3600 6867

3800 7248

4000 7630

4200 8011

4400 8393

4600 8774

4800 9156

5000 9537

5200 9918

5400 10300

5600 10681

PSI FT.LB.

5800 11063

6000 11444

6200 11826

6400 12207

6600 12589

6800 12970

7000 13352

7200 13733

7400 14115

7600 14496

7800 14878

8000 15259

8200 15641

8400 16022

8600 16404

8800 16785

9000 17167

9200 17548

9400 17930

9600 18311

9800 18693

10000 19074

BAR NM

104 3879

110 4138

124 4655

138 5172

152 5689

165 6207

179 6724

193 7241

207 7758

220 8275

234 8793

248 9310

262 9827

276 10344

290 10862

303 11379

317 11896

331 12413

345 12930

358 13448

372 13965

386 14482

BAR NM

400 14999

414 15517

427 16034

441 16551

455 17068

468 17585

482 18103

496 18620

510 19137

524 19654

538 20171

552 20689

565 21206

579 21723

593 22240

607 22758

620 23275

634 23792

648 24309

662 24826

676 25344

690 25861

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-18 hydraulic torque wrench powered by a 10,000 psi 
pump fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-18  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-18

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-18  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 



RTX-30 
TORQUE CHART

This chart shows the correlation 
between pump gauge psi reading 
and torque output for your Rapid-Torc 
RTX-30 hydraulic torque wrench.

PSI FT.LB.

1500 4770

1600 5088

1800 5724

2000 6360

2200 6996

2400 7632

2600 8268

2800 8904

3000 9540

3200 10176

3400 10812

3600 11448

3800 12084

4000 12720

4200 13356

4400 13992

4600 14628

4800 15264

5000 15900

5200 16536

5400 17172

5600 17808

PSI FT.LB.

5800 18444

6000 19080

6200 19716

6400 20352

6600 20988

6800 21624

7000 22260

7200 22896

7400 23532

7600 24168

7800 24804

8000 25440

8200 26076

8400 26712

8600 27348

8800 27984

9000 28620

9200 29256

9400 29892

9600 30528

9800 31164

10000 31800

BAR NM

104 6467

110 6898

124 7761

138 8623

152 9485

165 10348

179 11210

193 12072

207 12935

220 13797

234 14659

248 15521

262 16384

276 17246

290 18108

303 18971

317 19833

331 20695

345 21558

358 22420

372 23282

386 24144

BAR NM

400 25007

414 25869

427 26731

441 27594

455 28456

468 29318

482 30181

496 31043

510 31905

524 32767

538 33630

552 34492

565 35354

579 36217

593 37079

607 37941

620 38804

634 39666

648 40528

662 41390

676 42253

690 43115

2 Set the pressure on the pump that 
 corresponds to the torque value.  1 Find the closest torque value for 

your application, either in ft-lbs 
or in Nm.

FOOT-POUNDS NEWTON-METERS

The above torque values are only applicable when using a calibrated RTX-30 hydraulic torque wrench powered by a 10,000 psi 
pump fitted with a calibrated class 1 gauge.

RT-PTCen-RTX-30  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised October 2014



QUICK SETUP
GUIDE
Setting up your hydraulic torque wrench for use is easy. 
Please read the included user manual and safety instruc-
tion booklet for additional guidelines. 

1 

FOUR BASIC STEPS TO OPERATE YOUR RTX-30

4 

Scan the code to see a brief overview video on how to use the document or go to 
rapidtorc.com/torque_setup

RT-PTCen-RTX-30  Copyright Rapid-Torc®. Part of the Atlas Copco Group� Revised September 2014

Wear personal protec-
tive equipment, such as 
eyeglasses and steel-toe 
shoes. 

1 

2 

3 

SET PRESSURE

Make sure the hoses are 
free of any defects. The 
couplers are on pump 
and the tool should be 
securely connected. 
Place tool on flat surface.

Turn pump on. Cycle the 
tool. Press the “ON’ but-
ton on the remote, hold 
until tool clicks. Release, 
wait for the tool to click. 
Repeat the cycle. Ensure 
there is no leak. 

4 
Use the torque conver-
sion chart to set the psi 
for the torque you need. 
Press the remote’s “ON” 
button and slowly turn 
the pressure regulator 
clockwise to reach the 
right pressure.

CYCLE YOUR TOOL

CONNECT HOSES

WEAR PPE

2 

3 
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